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The 14.3 inch diameter wheel was designed to deliver accurate measurements
in most outdoor conditions. The wheel is covered with a composite tread to
provide improved traction on smoother surfaces.

Applications Include: Athletic and Recreation Departments, Concrete and
Asphalt Contractors, Estimating, Fencing, Grounds Maintenance, Irrigation,
Surveying and many more.

SPECIFICATIONS:

Wheel Diameter 14.3inches (36.3 cm)
Wheel Circumference  45.0 inches (114.3 cm)
Collapsed Length 26.5inches (67.3 cm)

Extended Length 39.5inches (100.3 cm)

DistancelMeasuringfwheel

Comfortable Pistol
Grip Handle

Adjustable Twist and
Lock Handle

Polyvinyl Tread for
Improved Traction

5 Digit Counter Runs on
Sealed Ball Bearings and
Reads to 10,000 Units

Magnifying Lens for
Improved Readability

Series 79 — 25 in. (63.5 cm)

Series 60 — 19 in. (48.3cm)

Series 45 —14.3 in. (36.3 cm)

Series 31 — 10 in. (25.4cm)

Series 18 — 6 in. (15.2cm)
Series 12— 4 in. (10.2cm)

METER-MAN, INC.

2 South Main ¢ P.O.Box 746 ¢ Winnebago, MN 56098 U.S.A.
507-893-4806  800-338-5756 ¢ FAX 507-893-3517

www.meter-man.com ¢ e-mail: meterman @bevcomm.net

Accurate Gear Driven
Counter with Push
Buiton Reset

Kickstand Molded Into
Counter-Housing

Because of the many variables associated
with specific measuring applications,

this instrument should be considered an
estimating device.

Meter-Man, Inc. warrants this product for
one year from date of purchase against
defects in material and workmanship when
used for its designed purpose. Damage
due to neglect, improper use or abuse is
not covered under this warranty.
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